
 

 

  

DS-KD8013-IME6 
Video Intercom Door Station 

 

 

 

Key Feature 

 High quality imaging with 2 MP resolution 

 Easy configuration through WEB interface 

 IP65/IK07 water resistant and vandal proof, preventing 

water ingress for outdoor use 

Approval 

CE-EMC 

a. EN 55032:2015  
b. EN 61000-3-2:2014 
c. EN 61000-3-3:2013 
d. EN 50130-4:2011 +A1:2014 

CE-LVD 
EN 60950-1:2006 + A11:2009 + A1:2010 + 
A12:2011 + A2:2013 

ROHS 2011/65/EU 

REACH Regulation (EC) No 1907/2006 

WEEE 2012/19/EU 
 



  

 

Specification 

System parameters 

Flash 32 MB 

Storage 256 MB 

Video Parameters 

Camera 2 MP HD IR camera 

Night vision Low illumination, IR supplement lights 

WDR True WDR 

Field of view 
Horizontal: 126° , Vertical: 73.5°, Diagonal: 

143° 

Stream 
Main stream: 1080p@30fps,720p@30fps 

Sub stream: D1 

Resolution 1080p 

Network parameters  

Network 
interface 

10/100 Mbps self-adaptive Ethernet 

Access control parameters 

Card type Mifare card 

Card capacity 10000 

Interfaces 

LAN 1 RJ45 

Power input 1 

Switch 
interface 

8 (up to 8 modules can be added.) 

Wiegand 1 

TF card slot 1, max to 128 G 

Reset button 1 

Relay output 3 

Alarm input 8 

Debugging 
port 

1 

RS-485 1 

TAMPER 1 

General 

Protective 
level 

IP 65, IK07 

Power supply 12 VDC 

Power 
consumption 

≤ 12 W 

Working 
temperature 

-40 °C to +60 °C (-22 °F to +140 °F) 

Working 
humidity 

0% to 90% (no condensing) 

Installation Flush mounting 

Weight 980g (with package) 

Available Model 

DS-KD8013-IME6 

 

 

 

Appearance 

 
No. Description No. Description 

1 Camera 7 Terminals 

2 Supplement Light 8 Video Output Interface 

3 Microphone 9 TF Card Slot 

4 Buttons 10 Power Supply 

5 Card Reading Area 11 Network Interface 

6 Debugging Port   

Dimension 

 
 

 



 

 

 


